
CERTIFICATE# J120829 - 1

TOOL MODEL J-GUN AIR-1 THRILL GUN SERIAL # J1T0032

STATED ACCURACY +/- 5% PRESSURE RANGE: 20 - 90 psi

PRESSURE  MIN  MAX

psi lbf.ft (N.m) lbf.ft (N.m) lbf.ft N.m

20 188 (256) 208 (282) 198 269

25 254 (344) 281 (380) 267 362

30 320 (433) 353 (479) 337 456

35 385 (523) 426 (578) 406 550

40 451 (612) 499 (676) 475 644

45 514 (697) 569 (771) 542 734

50 555 (752) 613 (832) 584 792

55 595 (808) 658 (893) 627 850

60 636 (862) 703 (952) 669 907

65 680 (922) 752 (1020) 716 971

70 733 (995) 811 (1099) 772 1047

75 787 (1067) 870 (1179) 828 1123

80 840 (1139) 928 (1259) 884 1199

85 897 (1217) 992 (1345) 945 1281

90 961 (1303) 1062 (1441) 1012 1372

As Received/ As Left Calibration Status: Pass

 

Calibration Technician Approved By:     Title: Q.A. Manager

Dwayne AdamsDwayne AdamsDwayne AdamsDwayne Adams Koshy SachariahKoshy SachariahKoshy SachariahKoshy Sachariah

Calibration Date 8/29/2012

V2  07/30/2012 120829151232

Calibrations are in accordance with requirements of ISO/IEC 17025:2005. Calibration results were obtained using equipment capable of producing results that are 

traceable to NIST and through NIST to the Internation System of Units (SI). Expanded uncertainties expressed at approximately 95% confidence levels using a 

coverage factor K=2 was accounted for in making compliance/non compliance decision with speficiation, and are available within 30 days of calibration date. 

Results are valid only to the above item calibrated at the time of test. This certificate shall not be reproduced except in full without the written permission of Jetyd 

Corp

CERTIFICATE OF CALIBRATION

JETYD CORP

120 WESLEY STREET

SOUTH HACKENSACK, NJ 07606

PROCEDURE & METHOD USED

The J Gun Pneumatic Torque Tool was calibrated on JETYD Automated Torque Tool Calibration System, in 

accordance with Pneumatic J-Gun Calibration Procedure #330 Version 1.0

CALIBRATION EQUIPMENT USED

JETYD Automated Torque Tool Calibration System.

As Received/ As Left

[ X ] Honeywell Rotary Torque Transducer Serial # 182099. Torque standard traceable to NIST by 

calibration report # 182099A-001. Calibrations performed at 68º F-75º F, R.H. 20%-60%. Tool is 

calibrated at intervals of 20 psi air pressures, all other values are extrapolated. Calibrations are per 

ISO5393 Soft Joint Standard.



psi bar ft-lbs kgf-m N-m

20 1.38 198 27 269

25 1.72 267 37 362

30 2.07 337 47 456

35 2.41 406 56 550

40 2.76 475 66 644

45 3.10 542 75 734

50 3.45 584 81 792

55 3.79 627 87 850

60 4.14 669 93 907

65 4.48 716 99 971

70 4.83 772 107 1047

75 5.17 828 114 1123

80 5.52 884 122 1199

85 5.86 945 131 1281

90 6.21 1012 140 1372

8/29/2012

www.TORCGUN.COM LOOK US UP ON FACEBOOK AND TWITTER"

V2  07/30/2012

NOTE:  1) Minimum 30 CFM air required to use this pneumatic torque tool. 2) Use ½" or ¾" diameter hose for optimal results; 

minimum diameter hose to be used is ½". Calibrations are per ISO5393 Soft Joint Standard.

TOOL MODEL: J-GUN AIR-1 THRILL GUN

PRESSURE / TORQUE CONVERSION CHART

PRESSURE TORQUE

J1T0032


